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Montageanweisungen

Achtung!
• installations-und Montagearbeiten 

sollten nur von einem Facharbeiter 
durchgeführt werden;

• die Montage sollte mit 2 Personen 
durchgeführt werden;

• prüfen Sie nach dem Auspacken das 
Vorhandensein aller nachfolgend auf-
gelisteten Teile;

• nach dem Auspacken  sollten die 
Glasscheiben immer gerade auf einen 
weichen Untergrund gestellt werden;

• es ist streng verboten, an die Glass-
cheiben-Ecken zu klopfen.

Recommendations  
for use

Achtung!
Nach Beendigung der Montagearbeiten 
wird die Schutzfolie entfernt. 
 

 
Produktpflege

Achtung!
• für das korrekte Funktionieren des 

100-300 Mikron an den Ansaugröhren 
erforderlich;

• -
en, sollte die Warmwassertemperatur 
60°C nicht überschreiten;

• -
wenden Sie am besten ein mildes 
Reinigungsmittel; 

• bitte keine aggressiven oder 
scheuernden Mittel verwenden.

• zum Entfernen starker Verschmutzu-
ngen,  sollten Sie nur  verdünntest Es-
sigwasser verwenden.  Anschließend  
klar abspülen und trocknen;

• leichte Kratzer aus Acrylglas  können 
mit dem Wasserschleifpapier (Kör-
nung 2000) entfernt werden.

Diese Montageanleitung richtet sich 
ausschließlich an qualifizierte Fachleute.
Installations-und Montagearbeiten 
sollten nur von einem Facharbeiter 
durchgeführt werden.
Achtung!
Die Montage sollte mit 2 Personen 
durchgeführt werden.

vor, die technischen Daten und 
Ausstattungen seiner Produkte ohne 

Alle in dieser Gebrauchsanweisung 
aufgeführten Angaben haben eine 
formale Bedeutung.
Achtung!
Nach der  Montage, Installation und 
Abdichten des Produktes mit dem  

mindestens 24 Stunden trocknen lassen 
und jeden Wasserkontakt vermeiden.
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Installation 
instruction

Attention!
• installation of item should be carried 

following the instructions of this 
guidance;

• assembly is carried out by two per-
sons;

• please, check for presence of all 
details after unpacking. Glass panels 
must be transported vertically;

• please, lean glass panels vertically 
against the wall during assembly of 
other parts;

• it is expressly prohibited to wap upon 
corners of glass panels

Recommendations  
for use

Attention!
It is required to remove protective 
film after carrying out of assembly 
operations. 
 

Product 
maintenance

Attention!
• for correct operation of the system it 

-
cation of 100-300 micron.

• for the avoidance of damage of the 
surface of the product it is not allowed 
to use water of temperature more 
than 60 degrees C.

• use only mild detergents and soap for 
cleaning of the item.

• do not use corrosive washing agents 
or abrasive pastes for cleaning of the 
item.

• accute contaminations on the surface 
is recommended to treat with diluted 

• shallow scratches (for acrylic parts 

grid sandpaper (grade 2000)
Instruction is designed for expert. 
Assembly and installation must be 
carried out only by qualified professional 
following the instructions of this 
guideline. 
Attention!
Assembly is carried out by two persons.
Manufacturer has a right to introduce 
change of component parts that has no 
effect on appearance and functionality 
of product.
All parameters indicated in this 
instruction have formal meaning.
Manufacturer reserves the right for 
technical changes.
Attention!
After assembly sealant must be given 
some time to harden.
It is forbidden to use item within  
24 hours after completion of installation.

English
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01 acryl Duschtasse mit Untergestell acrylic shower tray with base x1

02 siphon siphon x1
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